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Montage

plafondmontage (2500) met clip 2254 en onderlegring 2649

plafondmontage (2600) met spanner 2650 (incl. onderlegring 2649), 

voor (a) en na het aandraaien van de spanner (b): 

houdt 22mm vrij van de wand voor het draaien van de spanner

plafondmontage (2600) met spanner 2650, 

onderlegring 2649 en houtschroef 2614

voorzijde van de 2600: minimale 

kier door extra flens
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gebruik van spanners 2650 voor een onopvallende 
plafondmontage van de rail 2600 

bij montage van gebogen rail 2600 zowel voor als na de
bocht een spanner plaatsen
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22

v1.10 EN

2600

Application example

ceiling mounting 2600 with ceiling mounting clamp
2650 + washer and 20mm wood screw 2614

frontal face of the 2600: minimal
gap thanks to extra flange

ceiling mounting 2600 with ceiling mounting clamp 2650 + washer,
before (a) and after (b) fastening the ceiling mounting clamp 

use of ceiling mounting clamps 2650 for an unobtrusive ceiling place-
ment of the 2600 rail

when mounting a curved 2600 rail, place a ceiling mounting 
clamp before as well as after the curve

G-Standard

filler positionradius

bendingprofile
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rail deflection

Mounting


